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A very durable, thick and damage-resistant roof membrane  
manufactured with the environment in mind. It is green for a 
good reason. Namely, Corotop PURE has a decreased carbon  
footprint, measured in accordance with international standards. 
Corotop Pure is packaged in recycled material in accordance with 
the “less waste” concept, thus reducing the use natural reso-
urces. Thanks to its high vapour-permeability (Sd=0.02 m) and  
resistance to water penetration (W1), Corotop PURE guarantees 
that the roof is dry and leak-resistant.

0,07m 205 g/m2
210 N
300 N

20/20+  
rolls

75 m²
1,50 m x 50 m

Available with an 
adhesive strip

new

LESS WASTEREDUCED CARBON 
FOOTPRINT

LABEL FROM 
RECYCLED 
MATERIALS

 



STRONG
Membrane of top quality functional film covered with two 
layers of durable non-woven polypropylene fabric protects 
the roof against dampness, which creates an efficient vapour  
permeability and effective water-tightness.

ULTRA
Top quality functional film covered with two exceptionally thick 
layers of non-woven polypropylene fabric and outstanding  
resistance against mechanical damage make the most  
demanding roofers choose this membrane. Recommended for 
use in structures subjected to increased loads.

RED STRONG
Outstanding durability parameters make this membrane  
exceptionally resistant to damage during installation and use 
on the roof. Covered with two layers of durable non-woven  
polypropylene fabric and responsible for vapour-permeability 
and waterproofness, the top quality functional film makes the 
membrane effectively protect the roof against dampness.

0,02m 160 g/m2
200 N
275 N

24/24+  
rolls

75 m²
1,50 m x 50 m

Available with an 
adhesive strip

0,02m 220 g/m2
280 N
400 N

20/20+  
rolls

75 m²
1,50 m x 50 m

Available with an 
adhesive strip

0,02m 180 g/m2
250 N
350 N

20/20+  
rolls

75 m²
1,50 m x 50 m

Available with an 
adhesive strip

BESTSELLER



0,05 m 150 g/m2
120 N
190 N

24  
rolls

75 m²
1,50 m x 50 m

THERMO CONTROL
Breathable, vapour-permeable membrane made by thermal binding of a metallised surface of  
perforated foil with functional film and the outer polypropylene layer. It reflects thermal radiation 
going through the covering, improving thermal comfort. A reflective layer ensures better energy 
and thermal efficiency of the building.

  

new



 

EXTRA PROTECT
A highly durable, highly vapour-permeable, four-layer roofing membrane.Thanks to the polypropylene 
mesh placed inside, the membrane has unusual strength parameters. It is particularly recommended for 
roofs where there is an increased probability of damage to the initial roof covering.

0,07 m 165 g/m2
200 N
250 N 20 rolls 75 m²

1,50 m x 50 m

 
 





X-TREAM
Highly vapour-permeable, two-layer membrane designed for the most demanding customers and contractors. Thanks to polyester  
unwoven fabric covered with polyurethane film it is extremely resistant to mechanical damage and high temperature.

POWER
Extremely durable, high-permeable, three-layer premium roofing membrane. Exceptionally high grammage combined with the highest 
quality functional film guarantees water-tightness and extraordinary resistance to mechanical damage. Due to an anti-condensation 
layer, the membrane has the property to absorb excess moisture. This prevents condensation of water vapour, thus protecting the roof 
more strongly against dangerous dampening of the thermal insulation and the timber roof framework.

0,15 m 190 g/m2
160 N
170 N

20/20+  
rolls

75 m²
1,50 m x 50 m

Available with an 
adhesive strip

0,07 m 250 g/m2
250 N
275 N

15/15+  
rolls

75 m²
1,50 m x 50 m

Available with an 
adhesive strip



 

MONO
Extremely durable, three-layer roof membrane. Composed of two layers of high-grammature  
nonwoven polyester with polyurethane film layer. Membrane is extremely resistant to mechanical 
damage and UV radiation. It is particularly recommended for full boarding roofs with low pitch.

0,15 m 330 g/m2
250 N
250 N

24/24+  
rolls

37,5 m²
1,50 m x 25 m

Available with an 
adhesive strip



250 g/m2 50/25 N/50mm
9  
rolls

42 m²
1,40 m x 30 m

METAL
Highly vapour-permeable, waterproof, three-layer roofing membrane with a separation layer. For application on slope roofs covered with 
seam metal sheets or on walls of houses with flat sheet facades.

OPLOT
A three-dimensional polypropylene mat used as a separation layer on slope roofs with flat sheet covering on metal facades.

0,02 m 440 g/m2
150 N
200 N

10/10+  
rolls

37,5 m²
1,50 m x 25 m

Available with an 
adhesive strip







SMART
Highly vapour-permeable, lightweight, three-layer roof membrane. High quality functional film  
protected by two layers of non-woven polypropylene fabric ensures water-tightness and efficient 
vapour-permeability. Can be used as a wind-barrier in framed house walls.

BLUE
Highly vapour-permeable, three-layer roof membrane. High quality functional film protected by two layers 
of non-woven polypropylene fabric ensures water-tightness and highly efficient drainage of water vapour to 
the ventilation space of the roof. Increased grammage improves the strength parameters of the membrane, 
making it more resistant to damage.

0,02 m 120 g/m2
130 N
170 N 33 rolls 75 m²

1,50 m x 50 m

0,02 m 140 g/m2
180 N
250 N

24/24+  
rolls

75 m²
1,50 m x 50 m

Available with an 
adhesive strip



CLASSIC
Highly vapour-permeable, three-layer roof membrane with increased resistance parameters. 
Thanks to a quality functional film protected by two layers of non-woven polypropylene fabric 
it ensures efficient vapour permeability and efficient water-tightness.

LIGHT
Highly vapour-permeable, waterproof, lightweight, three-layer roof membrane. Can be used as  
a wind-barrier in framed house walls.

0,02 m 130 g/m2
170 N
240 N

24/24+  
rolls

75 m²
1,50 m x 50 m

Available with an 
adhesive strip

0,02 m 100 g/m2
120 N
160 N

35 
rolls

75 m²
1,50 m x 50 m











0,2-20 m 90 g/m2
≥20 N
≥20 N 35 rolls 75 m²

1,50 m x 50 m

VARIANT
An intelligent vapour barrier that changes its operation depending on the dampness conditions in its  
surroundings. As a result, it actively participates in the regulation of indoor dampness. In the winter the vapour 
barrier protects the inside of the roof envelope against excessive dampness. In the summer it dries it. Thanks 
to the Corotop Variant vapour barrier the roof dries in two directions.

 



15 m 100 g/m2
≥110 N
≥150 N 35 rolls 75 m²

1,50 m x 50 m

40 m 80 g/m2
≥40 N
≥60 N 40 rolls 75 m²

1,50 m x 50 m

300 m 115 g/m2
≥40 N
≥60 N 30 rolls 75 m²

1,50 m x 50 m

ACTIVE CONTROL
Two-layer, active vapour barrier - vapour regulator. Thanks to 
a special functional film, the vapour barrier regulates water  
vapour transmission, preventing the so-called plastic bag  
effect. It allows controlled migration of vapour both outside and 
inside the home. It minimises the phenomenon of water vapour 
condensation on the vapour barrier surface and penetration of 
the condensate into the drywall.

METALLIC
Reflective vapour barrier. Thanks to a special aluminium film on 
non-woven polypropylene fabric, the vapour barrier is not only 
resistant to water vapour but also reflects thermal radiation.

REFLEX
Reflective vapour barrier. Thanks to a special aluminium film 
on non-woven polypropylene fabric, the vapour barrier is 
not only resistant to water vapour but also reflects thermal  
radiation. Increased grammage increases the resistance of the 
vapour barrier to tearing.



Di�usion direction 
in winter

Moisture

Di�usion direction 
in summer

Moisture









COROVIN
A single-layer, highly vapour-permeable wind barrier of non-woven polypropylene fabric. Protects 
building walls from dampness on the inside, allowing water vapour to escape to the outside. At the 
same time it protects walls against heat shortages caused by draughts, which improves the building’s 
energy efficiency.

OPEN
Waterproof, vapour-permeable, two-layer facade membrane. Thanks to the polyester non-woven  
fabric covered with polyurethane functional film, the material is highly resistant to mechanical  
damage. It also has increased UV resistance while maintaining high vapour permeability. It effectively 
regulates water vapour flow through walls and provides an effective water barrier, thus preventing 
dampness in the structure. Additionally, it prevents uncontrolled ventilation of the building wall.

0,01 m 100 g/m2
145 N
180 N 30 rolls 75 m²

1,50 m x 50 m

0,08m 200 g/m2
100 N
120 N 30 rolls 75 m²

1,50 m x 50 m









od -30°C 
 do 100°C ≥10 N/25 mm 50mm x 25mb (12 rolls)

od -30°C 
 do 70°C ≥25 N/25 mm 15mm x 25mb (1 roll)

od -30°C 
 do 100°C  ≥740 kPa

40mm x 30mb (12 rolls)
50mm x 30mb (18 rolls)
60mm x 30mb (16 rolls) 

COROTOP   FIX
Single-sided, universal adhesive tape. Reinforced with polyester 
fibre, the polyethylene tape is highly resistant to mechanical  
damage and ageing processes.

COROTOP   BAND
Single-sided, repairing adhesive tape. Thanks to the adhesive  
applied to the non-woven polypropylene fabric, it is ideal for repa-
iring minor damage to the roof membrane.

COROTOP   BUTYL
Double-sided butyl adhesive tape. Permanently flexible, highly 
adhesive and waterproof butyl effectively bonds smooth and  
porous surfaces. Particularly suitable for various types of sealing 
and bonding of films with materials of weaker adhesion (e.g. wall).

COROTOP   PUR
Sealing tape under counter battens. Thanks to its special structure, 
it effectively seals the contact place of counter battens with the 
membrane surface, securing places where nails and staples pierce 
the membrane. Prevents water leakage into the roof envelope.

od -30°C 
 do 100°C ≥25 N/25 mm 50mm x 25mb (12 roles)
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od -30°C 
 do 100°C ≥25 N/25 mm

20 mm x 25 mb (12 rolls)
20 mm x 50 mb (12 rolls)
40 mm x 25 mb (7 rolls) 

od -30°C 
 do 100°C ≥30 N/25 mm 60mm x 25mb (10 rolls)

COROTOP   FIX PRO
Single-sided, universal adhesive tape. Reinforced with polyester 
fibre, the polyethylene tape is highly resistant to mechanical  
damage and ageing processes, and the special high-grade acrylic 
adhesive provides exceptional adhesive strength, which means the 
tape can be widely used indoors and outdoors.

COROTOP   MIX
Double-sided, reinforced adhesive tape. Thanks to a thick layer 
of high-quality acrylic adhesive embedded in polyester fibres, it 
firmly bonds the surfaces of membranes, vapour barriers and wind 
barriers and joins together various types of films with plastics, 
wood, concrete and metal.

from

to

from

to





 
 

 



 

310 mm

total thickness 

2 mm

from 5°C   
to 40°C 4,7 x 8 mm 310 mm x 5 m (1 roll)                                             820cm2/m

COROVENT MAX
PREMIUM ventilation ridge tape. Due to its construction with a special aluminium structure, it has 
exceptional ventilation capabilities. The tape has adhesive isobutylene on one side and an additional 
butyl adhesive strip to ensure easy bonding to the surface of the tile.

 



310 mm 20 mm
from -40°C   
to 80°C 205 g/m2 310mm x 5m (8 rolls)

COROVENT PRO
Ventilation and sealing ridge tape. It protects the ridge against water and snow thanks to a special mesh fibreglass non-woven fabric. 
At the same time, it ensures effective ventilation. Butyl adhesive strips on the aluminium sides of the tape ensure easy and permanent 
bonding to the tile.

 

COROVENT M
Ventilation and sealing aluminium ridge tape with increased resistance to ageing processes and weather conditions. Due to appropriately 
perforated holes of special shape, the tape has very good ventilation properties. Butyl adhesive strips ensure easy and permanent bonding 
to the tile.

300/400 
mm

15 mm
from 5°C   
to 40°C 65 cm2/m 300/400 mm x 5m (4 rolls)

 



180/240/ 
310/390

mm 15/30 mm
from 5°C   
to 40°C 180/240/310/390 mm x 5 m (4 rolls)

COROVENT
Ventilation and sealing ridge tape constructed of non-woven polypropylene fabric and two strips of pleated aluminium. It protects the 
ridge from water, snow and dust while providing ventilation in the roof slope. Thanks to the double connection of the non-woven fabric 
to the aluminium strips by sewing and gluing, the ridge tape is extremely durable. Butyl adhesive strips ensure easy and permanent 
bonding to the tile.

SEWN AND GLUED

240/310/390 mm 15 mm
from 5°C   
to 40°C

240/310/390mm x 5m 
(4 rolls)

COROVENT ECO
Ventilation and sealing ridge tape constructed of non-woven polypropylene fabric and two strips of pleated aluminium. It protects the 
ridge from water, snow and dust while providing ventilation in the roof slope. Thanks to the connection of the non-woven fabric to the 
aluminium strips by sewing, the ridge tape is durable. Butyl adhesive strips on the aluminium sides of the tape ensure easy and permanent 
bonding to the tile.



190 mm
from 5°C   
to 40°C 75 mm 190 mm x 1 ml (30 pcs)

210 mm
sheet metal thickness 

≥ 1,5 mm
40/50 mm

40 mm x 210 mm (100 pcs)
50 mm x 210 mm (100 pcs)

210/260 
mm

sheet metal thickness 

≥ 1,5 mm
40/50 mm

40 mm x 210 mm (100 pcs)
40 mm x 260 mm (100 pcs)
50 mm x 210 mm (100 pcs)

COROVENT S
Ventilating and sealing ridge vent (ridge brush). Large, specially shaped holes ensure effective ventilation, and the dense bristles that 
follow the curve of the tile protect against water and snow.

CORONIT
Ridge batten support (nail type). Thanks to high grade galvanized 
steel, it is highly resistant to ageing processes and corrosion.

COROBLACH 
COROBLACH ADJUSTABLE
Ridge batten support (plate type). Thanks to properly made  
holes in the plate, the support allows for quick and easy levelling 
of the ridge batten. High-grade galvanized sheet metal provides  
resistance to ageing and corrosion.





280 mm
from 5°C   
to 40°C

from -40°C   
to 80°C

total thickness 

2 mm
280 mm x 5 m (1 roll)

COROTOP K-FLEX
PREMIUM chimney tape. Thanks to its special construction (aluminium mesh embedded in a thick layer of isobutylene), the tape is very 
easy to process and, at the same time, extremely durable and resistant to weather conditions. A layer applied to the entire inner surface 
of the tape guarantees water-tightness. Additional butyl adhesive strips on the edges and a four-part silicone cover for the adhesive layer 
further simplify installation. 

             
            



COROMIN ALU
Aluminium chimney tape resistant to ageing processes. The inner 
part is coated with a layer of butyl adhesive over the entire surface, 
making the tape stick easily and permanently to the work surface. 
Available in two versions: pleated and pressed.

COROBIT
Repair roofing tape designed for quick and short-term repairs and 
sealing. With a thick layer of aluminium-polyester coated bitumen, 
it is very easy to process and install, and weather resistant.

COROLINE
An aluminium chimney strip. Thanks to its special shape, it  
provides tight finishing of chimney flashings with chimney tapes 
while appropriate bending of the upper edge guarantees a stable 
base for the application of roofing sealant.

300 mm
from 5°C   
to 40°C

from -40°C   
to 90°C

butyl thickness

1 mm
300 mm x 5 m (1 roll)

150/300 
mm

from 5°C   
to 40°C

from -20°C   
to 80°C

total thickness 

1 mm

150 mm x 10 m (2 rolls)
300 mm x 10 m (1 roll)

2m length

80 mm wide

from 5°C   
to 40°C

from -20°C   
to 80°C

total thickness 

0,58 mm
80mm x 2m (20pcs)



300 mm
from 5°C   
to 40°C

from -40°C   
to 90°C

butyl thickness

 1 mm
300mm x 5m (1 roll)

COROBLEI B
Lead flat chimney tape. Extremely durable and weather-resistant. Very easy to process. With a layer 
of butyl adhesive over the entire inner surface, it adheres very well to the work surfaces.

COROMIN PB
Lead pleated chimney tape. Extremely durable and weather-resistant. Very flexible, easy to process. 
With a layer of butyl adhesive over the entire inner surface, it adheres very well to the work surfaces.

300 mm
from 5°C   
to 40°C

from -40°C   
to 90°C

butyl thickness

1 mm
300mm x 5m (1 roll)





1000 mm 60 mm x 30 mm
from 5°C   
to 40°C 100 pcs

1000 mm 55 mm x 25 mm
from 5°C   
to 40°C 100 pcs

20 mm
thickness before expansion

8/10 mm

thickness after expansion

>36/>45 mm

from 5°C 
to 40°C

20mmx8mmx5m
(24rolls);
20mmx10mmx5m
(24rolls)

COROKOSZ P 
COROKOSZ W

COROCLIN
Self-adhesive polyurethane foam valley seal. It protects the space 
between the tiles and the valley gutter from water, snow and dirt 
being blown under the roof slope.

COROCLIN PLUS
Impregnated, self-adhesive polyurethane foam valley seal. It  
protects the space between the tiles and the valley gutter from 
water, snow and dirt being blown under the roof slope. Acrylic 
impregnation greatly improves weather resistance.

COROPRESS
Self-adhesive, sealing valley tape made of impregnated  
polyurethane foam. Thanks to its 4-fold expansion ability, it very 
precisely protects the gaps in roof flashings against water, snow 
and dirt. Acrylic impregnation guarantees weather resistance.

500 mm 2000 mm 0,5 mm 10 pcs







COROKAP
Eaves closing comb. It protects the roof from bird and rodent  
access while providing intake of air to the roof ventilation space. 
Thanks to its flexible PVC, it precisely follows the curve of the tiles, 
preventing the comb’s elements from breaking off.

COROKAP V
Eaves comb with increased ventilation surface. It protects the roof 
from bird and rodent access while providing intake of air to the 
roof ventilation space. Flexible PVC ensures a precise fit to the  
curvature of the tiles, preventing the comb’s elements from  
breaking off. With an additional ventilation element, the comb cle-
arly improves the efficiency of air intake into the roof ventilation 
space. Special foot distances allow the easy installation of gutter 
hooks.

COROKAP EV
A ventilation element that prevents birds and larger debris from 
entering the eaves air intake. Designed for flat tiles.

55 mm 1000 mm 300 pcs

85 mm 1000 mm 50 pcs

32 mm 1000 mm 100 pcs



1x7x12 mm 2000 mm 0,58 mm 20 pcs

120 mm 330 mm 110 mm 120x330x130 mm ( 100 pcs)

120mm 330 mm 110 mm 120x330x110 mm ( 100 pcs)

80/100 mm 5000 mm
80mm x 5m (20 rolls)  
100mm x 5m (20 rolls)

COROCRAT
Eaves mesh. Protects roof eaves from birds, rodents, insects 
and larger debris entering inside. Provides air intake to the roof  
ventilation space.

COROBIRD 
Bird protection module. Embedded in a polycarbonate base, the 
stainless steel spikes effectively deter birds from perching and 
nesting. Special embossing along the length allows you to divide 
the module and adapt it to your needs.

COROBIRD PRO 
Bird protection module made of polycarbonate. Special hinges and 
module design allow for precise adjustment of the components as 
needed. With the implemented solutions, spiked surfaces can be 
compacted or thinned which makes the module effectively deter 
birds from perching and nesting.

CORORAN
Over gutter flashing. Thanks to an appropriate structure, it  
efficiently drains rainwater from the roofing and from the roof 
membrane to the gutter system. Its aluminium construction makes 
it very durable and weather-resistant.





COROSPIN TYP 513 25 pcs

COROSPIN TYP 417 100 pcs

COROSPIN TYP NORDMARK 2-2, 3-3 100 pcs

COROSPIN TYP 416 100 pcs

COROSPIN TYP J/435 100 pcs

COROSPIN TYP U 100 pcs

COROSPIN TYP 409 200 pcs

50 pcs

COROSPIN
Tile fasteners made of galvanized steel or with type 513 steel in the 
case of stainless steel.

COROKAL
Ridge buckles made of high quality aluminium covered with polyester paint. They provide a durable 
and sturdy attachment. The offer includes the most popular buckle models and colours.





40x180 mm 2 pcs

2,0 mm
400 / 600 / 800 / 1000 / 1200 / 
1500 / 2000 / 2500 / 3000 mm

250 mm 2 pcs

3,8 mm 5 pcs

COROLAV
Toe board platform made of galvanized sheet metal. A component 
used for moving on the roof, along the ridge. Anti-slip perforation 
and profiled external edges increase the user’s safety. Corolav L is 
a specialised toe board coupler of galvanized steel, for connecting 
toe board platforms in a series.

COROLAV M
Toe board fixing element of galvanized steel flat bar. Allows the toe 
board platform to be mounted to the bracket. Allows adjustment 
depending on the roof slope angle. The set includes 2 M8x50 screws 
with washers and nuts.

COROLAV K
Toe board bracket of galvanized steel angle and a flat bar. Allows 
the toe board platform to be mounted to the wall of the chimney. 
Equipped with a set of 2 M8x50 screws.

4,0 mm 5 pcs



COROLAV W
Toe board bracket of galvanized steel flat bar. A bracket model  
tailored to the type of roof covering used.

4,0 mm 5 pcs



COROTOP®SET
Roof communication system consisting of the toe board platform, 2 
fixing elements and 2 brackets for the toe board platform and 2 sets 
of stainless steel screws. The type of system is tailored to the type 
of tile selected.

240mm 140 mm 4,0 mm 5 pcs

1 set

COROSTEP®

Chimney sweep toe hold of galvanized flat steel bar. It consists of 
the fixing element, foot and handle. Facilitates moving on the roof 
slope. Anti-slip perforation and profiled external edges increase 
the user’s safety.





20x52 mm 6 pcs

COROSNOW
Riveted snow-protection barrier made of galvanized steel. Used for protecting the gutter system 
against falling off due to snow sliding down the roof slope. It can be used on roofs covered with metal 
or traditional tiles.

COROSNOW W
Snow-protection barrier bracket of flat steel. It is the fixing element of the snow-protection barrier 
ladder. Choice of the bracket depends on the type of covering.

2,0 mm 1200 / 2000 / 3000 mm 200 mm 5 pcs

4,0 mm 5 pcs



screw diameter

25 mm
1000/1500/2000/3000 mm

hole spacing

160 mm

sheet thickness

3/6 mm

POSSIBILITY OF MOUNTING 
SINGLE PIPE



Colour RAL Code
grey 7046 ...01

brown 8017 ...02

graphite 7024 ...03

red 3009 ...04

green 6020 ...05

black 9005 ...06

brick red 8004 ...07

anthracite 7021 ...08

clay brown 8003 ...09

dark brown 8019 ...10



thickness

adhesive layer 
thickness

adhesive 
layer width

temperature

roll size diameter

adhesive strips

temperature 
resistance

resistance 
to tearing

vapour 
permeability

eyelet size

grammage

ventilation 
surface

bracket 
spacing

width

height

spacing

dimension

length

packaging

resistance 
to stretching

brushes

thickness 
after expansion
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