
 

 

 

 

 

 

 

 

  

  

  

 

 Parameters 

 

✓ high corrosion resistance 

✓ two versions: transverse and longitudinal 

✓ fast and stable installation 

Material aluminium,  
poliester coating 

Colour black 9005 
anthracite 7021 

brick 8004 
light brown 8017 

chestnut 3009 

Thickness                0,50 mm 

Mechanical strength ≥ 20 N 

Nominal thickness of the paint film ≥ 10 µm 

Adhesion of paint coatings (resistance to tearing off) Rate 0 
(highest) 

 

 

1. The roof valley clamps should be fixed with two screws to 
the ridge batten. 

2. The upper part of the clamp should be hooked behind the 
ridge. 

Advantages 

Quantity per box (pcs.):   50  

  
 

 

 

The product should be stored in the manufacturer's original packaging, in dry, covered areas. The product should be transported in covered means 

of transport, secured against damage. 

 

 

Technical data sheet 

Corokosz K 
Roof valley clamp  

✓  fixing of the roof valley 

Roof valley clamp made of high quality aluminium sheet covered 
with polyester paint. Using the clamp allows the installation of the 
roof valley ithout yhe use of nails or screws, damaging the Surface 
of the roof valley. Available in: transverse and longitudinal 
versions. 

 

 

Storage 

Packaging 

 

The product has passed a positive assessment of its 

performance for the intended use: ventilation and roofing. 

Confirmation document: National Technical Assessment No. 

ITB-KOT-2020/1307 edition 2. 

 

 

 

Application 

Installation 

 

 

The information contained in this technical data sheet, in particular the recommendations on how and under conditions of application and the scope of application and use of the product, has been 
developed on the basis of our professional experience, our best knowledge and in good faith. This technical data sheet defines the scope of application of the material and the recommended 
method of carrying out works, but it cannot replace the professional training of the contractor. In addition to the information provided in this technical data sheet, the rules of construction practice, 
the national and European standards in question, approval documents, health and safety regulations, etc., must be observed. This technical data sheet supersedes all previous versions applicable to 
this product. 

Manufacturer: Corotop S.A., 2A Ozimska Street, 46-053 Chrząstowice,                                            11.07.2025                                           www.corotop.com                                                                                


