
 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Technical data sheet 

Corotop Vapo 
 Fixing tape for vapour barriers and corners 

 

 

Material LDPE,  
polyester mesh,  
acrylic adhesive  

 

Peel strength of joints ≥ 35 N/25mm 

Colour green/white printing   Sd value ca.30m 

Length 25 m    Temperature of application from +5°C 

Width   60 mm   Temperature resistance From -30°C to +100°C 

 

 

Advantages 

1. Glued surfaces must be dry, free of dust and oil 
2. The product should be mounted without tensioning. 
3. After laying the tape on the target Surface, press the tape with a spatula or roofing roller. 
4. The recommended temperature of application must be observed. 
 

Quantity per box (pcs.):                                              5 

Quantity on a pallet (box/pcs.):                                                            175/875 
 

 

    

 

 

 

Dwustronna taśma do sklejania folii paroizolacyjnych, membran dachowych 
oraz innych produktów budowlanych na bazie tworzyw sztucznych. 
Zbudowana z siatki poliestrowej pokrytej dwustronnie specjalnym klejem na 
bazie dyspersji akrylowej. Odporna 
na promieniowanie UV i procesy starzenia 

The product should be stored in the manufacturer's original packaging, in dry, covered areas. The product should be transported in covered 

means of transport, secured against damage. Storage at 15-25 °C with rH 40 - 60%. 

 

 

Characteristics 

Installation 

 

 

 
 Application 

Storage 

Packaging 

 

✓ high bonding strength 

✓ with splitted liner 

✓ meets EMICODE® EC1PLUS premium emission class 

✓ easier processing of edges and corners 

 

 

 

 

✓ ideal for joining edges and corners 

✓ for polypropylene and polyethylene vapour-barriers  

✓ for connecting foil with plastics, concrete, wood and metal  

✓ for use inside building structures 

 

Single-sided self-adhesive tape made of polyethylene film and 
adhesive based on acrylic dispersion, reinforced with polyester 
fiber. Particularly dedicated to bonding vapor-insulating films. 
Thanks to the split liner, ideal for all processing of installation 
passages, corners or edges. The tape meets the EMICODE® EC1PLUS 
premium emission class. 
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Corotop 
//Mix 

Corotop 
//Fix 

Corotop 
//Band 

//BigBand 

Corotop 
//Grip 

Corotop 
//Vapo 

Corotop 
//Easy 

   

 
 

  
width (mm) 20 / 40 50 50/240 - 60 60 

length (mm) 25 / 50 25 25/25 - 25 25 

material PES mesh LDPE PP/PP - LDPE LDPE 

 application* 
 outdoor x x x/x x  x 
 indoor x x x/x x x x 
 bonding of foils and vapour barriers PE/PA/PP/ALU x x  x x x 
 bonding of roof underlayments x x -/x x   

 bonding of facade membranes x x  x   

 reparation of membranes/foils  x  
x/x 

 
  

 sealing couter-battens       

 treatment/sealing of installation penetrations     x x 
 corner treatment   -/x x x x 

 substrate type* 
 smooth wood x x x x x x 
 wood based materials x   x x x 
 steel/metal alloys x x x x x  

 concrete    x   

 smooth cocnrete x x x x x  

 brick    x   

 smooth brick x x  x x  

 plaster    x x  

 OSB board x x x x x x 
 gypsum plasterboard x x  x x x 
 PIR insulation board x  x x   

 bitumen     x  

 plastic/polymers x x   x x 

   

  

 

Corotop 
//Fix PRO 

Corotop 
//UV 

Corotop 
//Winter 

Corotop 
//Alu 

Corotop 
//Pur 

Corotop 
//Butyl 

   

 

 
 

width (mm) 60 60 60 75 40 / 50 / 60 15 

length (mm) 25 25 25 50 30 25 

material LDPE UV-stabilized foil LDPE aluminium PE butyl 

 application* 
 outdoor x x x x x x 
 indoor x     x x x 
 bonding of foils and vapour barriers PE/PA/PP/ALU x x x x     
 bonding of roof underlayments x x x      
 bonding of facade membranes x x x      
 reparation of membranes/foils x x x x     
 sealing couter-battens        x x 
 treatment/sealing of installation penetrations       x     
 corner treatment            

 substrate type* 
 smooth wood x x x  x x 
 wood based materials x x    x x 
 steel/metal alloys x x x x x x 
 concrete       x   x 
 smooth cocnrete x x x  x x 
 brick          x 
 smooth brick x x x  x x 
 plaster          x 
 OSB board x x x  x x 
 gypsum plasterboard x x    x x 

 PIR insulation board x   x x     

 bitumen        x  

 plastic/polymers x x x x x x 

The information contained in this technical data sheet, in particular the recommendations on how and under conditions of application and the scope of application and use of the product, has been developed on 
the basis of our professional experience, our best knowledge and in good faith. This technical data sheet defines the scope of application of the material and the recommended method of carrying out works, but 
it cannot replace the professional training of the contractor. In addition to the information provided in this technical data sheet, the rules of construction practice, the national and European standards in question, 
approval documents, health and safety regulations, etc., must be observed. This technical data sheet supersedes all previous versions applicable to this product. 

Producer: Corotop S.A., 2A Ozimska Street, 46-053 Chrząstowice,                                                             11.07.2025                                                   www.corotop.com 

MATRIX 

Corotop - Fixing Range 

* The indicated areas of application and substrates constitute a recommendation based on the best knowledge and experience. They depend on specific temperature and humidity conditions and the type of application, so they should 

be treated only as general guidelines. Each time, a given product should be selected according to the existing conditions and the principles of technical knowledge/construction art. The recommended minimum application temperature 

for all type of tapes is >5°C. 

 


